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1 UFM-01 Hardware 

The UFM-01 module is a flow sensing module based on ultrasonic flow sensing technology which 

mainly targets at the home appliance market, to replace current, traditional Hall sensor flow solution. 

USB cable can be connected to the UFM-01 hardware interface receive the water flow information and 

control the UFM-01 module.  

 

Figure 1: UFM-01 

 

 

Figure 2: UFM-01 Hardware Interface 
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2 UFM-01 Software 

This section describes how to quickly set up the UFM-01 Evaluation Kit, establish basic operation and 

make measurements. 

● Connect the UFM-01 to the computer using the USB cable. 

● Directly open the GUI software. If encounter some issue when opening, please install 

Microsoft .NET Framework. 

https://www.microsoft.com/en-US/download/details.aspx?id=25150 

 

UFM-01 EVK should be firstly plug into PC and select the Com Port.  

From “My Computer”, go to “Management” and then to the “Device Management”.  

 

Figure 3: Com Port in Device Management 
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Select the Com Port and click the “Connect” button and then serial port data will be received.  

Figure 4: Open GUI 

 

 

The UFM-01 will automatically report the water flow information in default which include the water 

temperature, water volume ,instantaneous flow rate, module’s status and the Device ID number.  

Figure 5: UFM-01 Connected 
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Check on the “Data Save” will save the water flow information in an csv file under the current file 

directory.  

Figure 6: Data Log 

 

 

The status value will not be Zero If the module encounters some issue, these errors are defined in the 

UFM-01 Spec.  

Figure 7: Status Error 
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Click the “Clear Volume” button will clear the module’s accumulated flow volume and the value will 

drop to be zero. 

Figure 8: Clear Volume 

 

Click the “Reset” button will reset the whole module and the Volume value will be kept. 

 

Select the “01  Passive Mode” and click the “Change Mode” button, the module will work in the 

Passive mode.  

Figure 9: Passive Mode 
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The module will only report water flow information when it received a command after clicking the 

“Read data(Include ID)” or “Read Data(Without ID)” button in the passive mode. 

 

All the command in the “Control” and output data format are defined in the UFM-01 Spc. User can 

select the corresponding work mode and command according to their solutions. 


